
You will need a square metre of fabric in total for this bucket.
If you use contrasting fabrics for the outer & inner buckets,

half a square metre of each fabric will be fine.

10.Turn down your 
bucket top to make a 
fold which gives 
your fabric bucket 
sturdiness. Now fill 
your fabric bucket 
with whatever your 
heart desires!heart desires!

9.Iron the 2 buckets 
to flatten the 
seams. Neatly stitch 
all along the top 
edge of the bucket, 
closing gap & making 
the edge neat.

8.Push the lining 
bucket inside the 
fabric bucket & fold 
in the open gap 
seams neatly & pin 
shut. 

7.Pull the fabric 
bucket through the 
gap & then the 
lining bucket will 
follow. You will get 
the 2 buckets 
looking like this, 
attached in the attached in the 
middle. 

6.Place the fabric 
bucket inside the 
lining bucket, right 
sides together. Pin 
all the way around & 
stitch the 2 buckets 
together 1.5cm from 
the edge. Leave a the edge. Leave a 
10cm gap to allow 
you to turn the 
buckets right way 
around.

5.Repeat step 4  
with the other 
circle & cylinder 
pieces, pinning & 
stitching the inner 
bucket lining. But 
this time, keep the 
bucket wrong side bucket wrong side 
out. 

4.Divide the circle 
piece into quarters 
& mark 1/4 edge with 
fabric pen. Do the 
same with the 
cyclinder bucket. 
Line up the marks of 
the circle with the the circle with the 
bottom of the 
cylinder, right 
sides together, pin 
& stitch. Turn it 
right side out.

3.With right sides 
together, pin & 
stitch each rectan-
gle along the width 
or short end of the 
fabric. You will 
have two cylinder 
shapes. shapes. 

1.Using a dinner 
plate, trace & cut 2 
circles with extra 
seam allowance. 
Measure the circum-
ference of your 
plate. That will be 
the length that you the length that you 
cut your rectangle 
fabric pieces for 
the buckets, with 
extra seam allow-
ance.

CLOTH AND PRINT fabric bucket


